
Cut the gate uprights and gate
top/bottoms to desired length if
needed

When cutting the Top/Bottom Tracs, cut
both Tracs 1" shorter than the desired
width of the gate to allow for the stop on
the Gate Stiffeners designed for water to
escape. Lay the 2 Gate Uprights across an
area that's comfortable to work with at a
distance close to the desired gate width.

walk gate installation
instructions

STEP 1

2 Gate Uprights
2 Gate Top/Bottom Tracs
2 Gate Caps
1 bag of stainless screws and square
drive

Open the Walk Gate Kit and
remove all components

STEP 2

Gate Stiffener

STEP 3
Set Bottom Trac
Once in place, slide the Bottom Trac
(Top/Bottom Trac are the same) in between
the outside Gate Uprights and the Gate
Stiffeners, which are located inside the Gate
Uprights. 

Note: There should be a 1/4" gap for
moisture to escape on each end once the
Bottom Trac is all the way up against the
Gate Stiffeners.



walk gate installation
instructions

STEP 4
Insert Self-Tapping Screws
Make sure the Bottom Trac is tight and
flush against the Gate Siffeners. Then,
pre-drill a hole using a 3/16 metal drill
bit and then insert one self-tapping
screw on each end of the gate to keep
the Bottom Trac from moving while
installing infill material.

STEP 6
Install Top Trac
Install the Top Trac in the same way as the
Bottom Trac. Once resting on the Gate
Stiffeners, the Gate Uprights should be a
little longer than the Stiffeners allowing
room for the Gate Caps.

STEP 5
Cut and Insert Infill Material
Before you start Step 5 determine if the
gate will be built square or raked to match
the grade slope and adjust before installing
infill and remaining screws.

Measure between the Gate Uprights for
horizontal applications or between the
Top/Bottom Tracs for vertical applications
and cut the infill to the desired length.
Begin inserting the infill in the desired
application.



walk gate installation
instructions

STEP 7
Install Remaining Screws
Once the gate and infill are in the
desired position begin installing the
remaining screws in a diagonal form. 
We recommend 4 screws per corner (2
on each side) for gates that are 4ft wide
or less, and 8 screws per corner (4 on
each side) for gates that are wider than
4 ft.

STEP 8
Place Gate Caps
Press on the Gate Caps. Gate Hardware
Instructions will be in the Hardware
Packaging.


